Bandgap widening in macroporous silicon photonic crystals by multiperiodic structures by Segura García, Daniel et al.
Journal of Physics Communications
PAPER • OPEN ACCESS
Bandgap widening in macroporous silicon photonic
crystals by multiperiodic structures
To cite this article: D Segura García et al 2018 J. Phys. Commun. 2 055014
 
View the article online for updates and enhancements.
Related content
Investigation of the optical response of
photonic crystal nanocavities in
ferroelectric oxide thin film
Pao Tai Lin, William A Russin, Alexandra
Joshi-Imre et al.
-
A model system for two-dimensional and
three-dimensional photonic
crystals:macroporous silicon
J Schilling, R B Wehrspohn, A Birner et al.
-
Modelling defect cavities formed in inverse
three-dimensional rod-connected diamond
photonic crystals
M. P. C. Taverne, Y.-L. D. Ho, X. Zheng et
al.
-
This content was downloaded from IP address 147.83.91.253 on 21/06/2018 at 11:48
J. Phys. Commun. 2 (2018) 055014 https://doi.org/10.1088/2399-6528/aac0ec
PAPER
Bandgap widening inmacroporous silicon photonic crystals by
multiperiodic structures
DSeguraGarcía1 , DCardador1, DVega1,MSantos2, FDios3 andARodriguez1
1 Micro iNanotecnologies, Department d’Enginyeria Electrònica, Universitat Politècnica deCatalunya, Barcelona, 08031, Spain
2 Grup deComunicacionsÒptiques, Department de Teoria de Senyal i Comunicacions, Universitat Politècnica deCatalunya, Barcelona,
08031, Spain
3 Grup de recerca en teledetecció, Department de Teoria de Senyal i Comunicacions, Universitat Politècnica deCatalunya, Barcelona,
08031, Spain
E-mail: daniel.segura.garcia@upc.edu
Keywords: spectroscopic gas sensing,macroporous silicon, photonic bandgap, 3Dphotonic crystals,multiperiodic photonic crystals
Abstract
Large bandgaps with low transmission in 3Dmacroporous silicon photonic crystals have been proved
as an interesting technology for the development of opticalfilters and spectroscopicMIR gas sensors.
The aimof this study is the investigation of different bandgapwideningmethods based on
multiperiodic structures for 3Dmacroporous silicon photonic crystals. To do so, chirpedmodulations
and structures with different periodicity groups have beenmodelled and theoretically analysed by
means of 3DFDTD simulations. They have revealed that by using different decreasing periodicity
groups, bandgapswith null transmission andwidths as high as 1800 nm, 4 times the original single
periodicity photonic crystal bandgap, can be obtained. Furthermore, it has been shown that a resonant
cavity with a 20% transmission can be placed in a 1 μmwide bandgap. The results open away to use
this type of structures not only for gas sensing but also for other purposes such aswide stop-band
filters, selective filters or broadbandmirrors.
Introduction
Photonic crystals (PhCs) are structures with periodical alternation of the refractive index. This periodicity results
in frequency dependent constructive and destructive interferences when light travels through them,which
confers special properties to PhCs. Among other optical properties, the PhCs present bands of frequencies in
which light propagationwithin the structure of the PhC is completely forbidden—the so called photonic
bandgaps—[1]. By introducing defects in the lattice, i.e. breaking the periodicity of the PhC, resonant cavities
can be created [1], permitting the propagation of light in a narrow range of wavelengths inside the bandgap. In
that sense, the bandgap itself can be considered as a band-stop filter butwhen the resonant cavity is present, it
gives place to a narrow band selective filter in transmission.
The extraordinary optical properties of the PhCs have enabled their application in different fields: bio-
chemical sensing [2], signal processing [3] or lasing [4]. In order to optimize the performance of the PhCs for a
given application, the topology of the PhCmay be tailored. In our case, we are especially interested in obtaining
PhCswithwide enough bandgaps that enable the fabrication of optical filters and compact spectroscopic gas
sensors in themid infrared region (MIR)—wavelength region between 4 μmand 8 μm,where gases such as
CO2,NOorCO exhibit important absorption.
In the proposed gas sensing application, the light comes from a broadbandMIR light source and
perpendicularly impinges on a PhCwith an embedded resonant cavitywhose resonant wavelength is centred at a
fingerprint of a target gas. After them, a gas cell and a photodetector are used to obtain the gas absorption at that
wavelength [5]. Further research has still to demonstrate whether placing the PhC inside the gas cell could help
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The response of the PhC inside the sensingwindow, the frequency range of working frequencies of the
source and the photodetector combination, all are of crucial importance in order to achieve better performance
of afinal device. As it can be seen infigure 1, the non-relevant transmitted power in the sensingwindow saturates
the photodetector and reduces the sensitivity and the dynamic range of the sensing device. To optimize the
opticalfigures of thefinal device, all the received power in the sensingwindowmust contain useful information
of the gas absorption—ideal case infigure 1. Additionally, thewidth of the bandgaps has a direct impact in the
cost of the sensor system;while producingmacroporous structures with narrow transmission bands practically
does not increase fabrication costs, narrow spectrum sources and narrow spectral range photodetectors are
usuallymore expensive than broadband ones. Then, the use ofmacroporous PhCs as filter allows to reduce the
requirements of source and photodetector.
In order to increase the sensitivity and the noise to signal ratio of the spectroscopic sensor, the PhCbandgap
must bewider than thewavelengthworking range of aMIR source-photodetector combination, while
transmission in the resonant peakmust bemaximum. Fromour experience with commercial light sources [7]
and detectors [8] for gas sensing in the infrared, we estimate that a bandgapwidth of around 1 μmwould be
appropriate inmost cases.
Electrochemical etching (EE), the fabricationmethod used in this work, is a low-cost and repeatable process
that allows obtaining in a single etching step themultiple pores that conform the PhC. Therefore, the sequential
deposit ofmultiple layers, which becomes expensive and introduces layer roughness and thickness deviations
that reduce the performance of other similar 1DPhCs [9], is avoided.Moreover, the fabrication costs are
reduced and a high throughput is possible.
EE permits the etching of air pores in silicon by dissolving the silicon in a hydrofluoric electrolyte solution
[10]. In addition, bymodifying the conditions of the etching, the shape of the pores can bemodulated [11],
resulting in a concatenation of airmodulations in bulk siliconwhich form a 3DPhC—seefigure 2. The
distribution of the pores follows a horizontal square lattice and a vertical periodicmodulation, which define the
wavelengthworking range. For this work, we have simulatedmacroporous silicon PhCswith a 700 nm
horizontal periodicity and a 900–1500 nmvertical periodicity, which results in bandgaps centred between 4 μm
and 8 μm, region that includes theMIR gasfingerprints of different gases of interest.
This technology presents certain intrinsic advantages such as the fact of workingwith crystalline silicon, with
very low losses in theMIR region and a relatively high refractive index contrast between air and siliconwhich
allows to obtainwide bandgaps. Furthermore, the pores are open, enabling the interaction of the confined light
with the porefilling.
In this study light with perpendicular incidence, following theΓ–Apore’s growth direction—see figure 2,
has been chosen because the alignment between source, PhC and detector is easy and the optical response is
independent of the polarization.Moreover, the fabricationmethod, electrochemical etching, produces pores in
the direction transversal to the surface of the sample. Thus, our interest is to obtainwide bandgaps in this
particular configuration.
Different research groups have dealt with the bandgapwidening of PhCs, usually facing the problemwith a
theoretical approach. Efforts have been put to improve thewidth of the forbidden band in 2DPhCs.Men et al
[12, 13] studied themodification of the shape of themodulations and the lattice distribution, andCox and
Dobson [14] investigated the effect of the refractive indexes of the usedmaterials in the bandgap. Similarly,Men
et al [15] also theoretically proposed novel lattice distributions in 3DPhC.However, althoughwith some of the
proposed topology variations the obtained bandgaps are remarkably widened, w wD »( )/ % 25—see
Figure 1. Sensingwindow. All the non-relevant power of the sensor response inside the sensingwindow reduces the sensitivity and the
dynamic range of the same.
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diamond-2 topology in [15]—, the optimal lattices andmodulation shapes result in very complicated or
impossible fabrication [13, 15].
Multiperiodic structures—also called photonic heterostructures—with double or triple periodicity—binary
and ternary PhCs– are a hot topic in PhCs [16]. Among other properties, they can be used for bandgap
enlargement, for instance of 1DPhCs in reflexion [17–19]. In a similar approach, the chirped structures have
also been used towiden the bandgaps, some examples are 1DPhCs Bragg chirped reflectors [20], the use of
chirpedmicroporous 1D reflectors for solar cells [21] and chirpedmacroporous silicon PhCsworking in
thermal emission [22].
In addition to completely chirped structures, here we also investigate the use of two and four clearly
contrasted periods as a technique to enlarge the bandgap of themacroporous 3DPhCs in transmission. The idea
behind this strategy is the concatenation of themultiple bandgaps provided by PhCswith different periodicity.
However, in this case there is not a repeatability of a structure with different periods in the PhC as in themost
typical binary and ternary PhCs [17–19] but there are periodicity groups located in series, similarly to a hybrid
between classical heterostructures and chirped PhCs. Finally, a resonant cavity has been introduced to observe
the effect of amultiperiodic structure withwide bandgap in the optical response, transmission and quality of the
cavity.
Simulation
All the proposed strategies towiden the bandgap—PhC structures with two periodicities, four periodicities and
completely chirped structure—have been simulated using a 3Dfinite difference time domain (FDTD)
simulation software. The optical transmission spectra of the PhC structures have been obtained, looking
carefully at the transmission inside the bandgap—also called offset in this work; seefigure 1—and the bandgap
width, defined as the 10% rise from the stopband level.
The fabrication constrains are considered by simulating vertical periods longer than the limiting horizontal
pitch [23] and by using a realisticmodel obtained fromSEM images of previously fabricated pores [24]—see
figure 3(a). Figure 3(b) shows a vertical cut of the simulated pore passing through its revolution axis.
The performed simulations of the pores do not consider bulk silicon underneath the porosified region. In
practice, the porosification of silicon samples does not need to be done in thewhole thickness of the silicon
sample, often it is done until the pores arrive to a given length.Unporosified silicon can be removed or thinned
to the desired thickness. Hence, the simulated region represents amembranewith pores extending from side to
side. In order to define a 3D square periodic lattice, periodic boundary conditions (PBC) have been set parallel to
the axis of the pore growth—see figure 3(c) and perfectmatching layers (PML)have been set after and before the
Figure 2. Schematic drawing of the periodicities in a 3Dmacroporous silicon PhC fabricated through EE and hexagonal Brillouin
zone.
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source and the detector. AGaussianmodulated continuouswave light source is set to emit in the pore’s direction
Γ–A—see figure 2. After the PhCpore, a detector is placed to obtain the transmission spectrum, which is
normalized to the source emission. The grid resolution used in simulations is 10 nm.
Thefirst simulated structure has been previously reported [25], it consists of a PhCwithfivemodulations
with single period, 900 nm in our reference case—see figure 3(b). Then, the different widening techniques have
been analysed: the use of two periodicity groups see—figure 4, four periodicity groups and chirpedmodulations.
We refer as periodicity group to a number ofmodulationswith exactly the same period.
Finally, a PhCwith four periodicity groups and a resonant cavity inserted in themiddle of the structure has
been simulated. The cavity is a straight cylinder of 1.20 μm length and a diameter of 0.23 nm located between the
second and the third group. The structure is represented infigure 5.
Results and discussion
APhCwith 5modulations and single verticalmodulation period—see figure 3(b) has been simulatedwith
period values ranging from900 nm to 1200 nm. The evolution of transmission spectra is depicted infigure 6(a).
The effect of the number ofmodulations in the spectral response of a single periodicity PhChas also been
studied in our 900 nm reference case, it can be observed infigure 6(b). As it can be seen, the bandgap of the
structure with 5modulations and 900 nmvertical period, used as reference, presents a 10.9%bandgap
transmission and 478 nmwidth.
Figure 3. (a) Scanning electronmicroscope image of amacroporous silicon PhC. (b) FDTD simulated 3DPhC. (c) Schematic
representation of the simulated structure and the applied boundary conditions.
Figure 4.PhC structure with 2 periodicity groups of 5modulations each one. The period difference has been exaggerated for an easier
visualization.
Figure 5.PhCof 4 periodicity groups of 5modulations with resonant cavity placed between second and third group.
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In a PhCwith a single periodicity, the obtained bandgapwidth is far from the 1 μmdesired values. It slightly
increases in PhCswith longer periods but the achieved bandgapwidening is not sufficient for our purposes.
Moreover, for longer periods, the bandgapmoves away from theMIR region of the gasfingerprints.
It can be observed that when 5modulations are used, the transmission in the bandgap is approximately 10%.
As suggested in previous works [1, 18], the offset can be reduced by addingmodulations. Figure 6(b) shows that
thismechanism also proves to be efficient inmacroporous PhCs: the addition of 5modulations reduces the
offset from10.9% to 2.2%. This phenomenon can be explained by the reflection that occurs in each interface
betweenmodulations, especially strong in the bandgap area. Then,moremodulations imply a higher total
reflection.
Finally, it can be observed that the slope of the bandgap edges is steeper with the increase in the number of
modulations. This result can be useful for signal processing, where the desired cut-off frequencies should be as
abrupt as possible.
Bandgapwidening bymultiperiodic structures
As described previously, two periodicity groups, four periodicity groups and chirpedmodulations have been
studied to determinewhich type of structure ismore appropriate towiden the bandgap.
Figure 7(a) is a comparison of the transmission spectra of the differentmultiperiodic proposed structures
having a similar number ofmodulations and the samemaximumandminimumvertical periodicity, 1050 nm
and 900 nm respectively. The structure with two groups consists of 15modulations of 1050 nmand 15
modulations of 900 nm. The onewith four groups, consists of 7modulations of 1050 nm, 1000 nm, 950 nmand
900 nm. In the case of the chirped structure, the period decreases linearly from1050 nm to 900 nm in 30 steps.
Figure 6. (a)Optical response dependence on the period of a PhCwith 5modulations. (b)Transmission of the 900 nmperiod PhC
when increasing the number ofmodulations.
Figure 7. (a)Bandgapwidening comparison of the studiedmultiperiodic structures: two periodicity groups, four periodicity groups
and chirped period. (b)Comparison of the bandgapwideningwith the group individual’s bandgap in two cases: two groups of 15
modulations –900 nmand 1050 nm—(left) and four groups of 7modulations –900 nm, 950 nm, 1000 nmand 1050 nm—(right).
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From the results shown infigure 7(a), and comparing themwith those shown infigure 6, it can be said that
the transmission bandgap can be effectively widened by usingmultiperiodic structures, achieving near 1 μm
widths and null bandgap transmission.Nevertheless, there are important differences between the used
techniques. The bandgap is reducedwhen the number of groups is increased, being the chirpedmodulation—
the extreme structure inwhich each group has only onemodulation—, the onewith narrowest bandgap.
Moreover, if the PhChas the same totalmodulations, the fewer the groups introduced, the steeper the edges of
the bandgap.More groups also imply a smoother response, inside and outside the bandgap.
However, although thewidest bandgap is achievedwith the lowest possible number of groups, if the period
of these groups are too separated, a transmission region appears in themiddle of the bandgap—see two groups
case infigures 7(a), (b). This undesired effect is due to the incomplete overlapping of individual bandgaps, which
in our case occurs when the period of the groups differs inmore than 100 nm. It can be solved by adding groups
whose bandgap covers the non-overlapping region—see 4 groups infigures 7(a), (b).
Infigure 7(b) it can be seen that the overlapping of bandgaps critically depends on the individual bandgaps of
the groups.When the groups consist of a reduced number ofmodulations, as in the case of four groups or
chirpedmodulation, the groups’ individual bandgap have some bandgap transmission and smoother edges. The
fact of having edges that aremore gradual facilitates the overlapping of individual bandgaps. Nonetheless, it
results in an increased transmission near the global PhC edges’ range of frequencies, which is not covered by
other individual bandgaps, reducing the effective bandgap of themultiperiodic PhC.
Moreover, as explained before, the fact of introducingmore groups increases the smoothness of the
response.When light travels thorough different groups, there is an effective averaging of their individual spectra.
Then,more groupswith different periodicities increase the averaging, reducing the effect of the individual
interference patterns that can be seen in a groupwith a single periodicity. This effect has also been reported in
macroporous silicon PhCs for statistical deviations of the period due to fabrication tolerances [24].
To explore the limits of thewidening strategies, infigure 8(a) structure with 4 groups, 40modulations and a
100 nmperiod step has been simulated. It has been comparedwith two chirpedmodulationswith periods
ranging from1200 nmand 1300 nm to 900 nm in 40 steps. In the four groups case it can be observed that if there
is a sufficient number of totalmodulations, and the 100 nmperiod step is conserved, the bandgap can be
importantly widened. The bandgapwidth of the four groups’ structure is approximately 1850 nmand it can be
comparedwith a chirped PhCwith periods from1300 nm to 900 nm,which presents a very similar bandgap.
Thus, as expected fromprevious results, a wide bandgap in a chirped structure requiresmore space than the
alternatives with periodicity groups. It is reconfirmed that thewidest bandgap is obtainedwith the lower possible
number of periodicity groups, always taking into account the overlapping limit. Furthermore, theworking
wavelength range in the chirped structures is slightly shifted towards the undesired region of longer wavelengths.
PhCwith embedded defect
Wide stop-band filters have been theoretically obtained by using structures withmultiple periods. In this
section, amultiperiodic group structurewith a defect has been studied to analyse the possibility of introducing a
resonant cavity in the transmission spectrumof awide bandgap structure to create a narrow passbandfilter. The
structure which offers thewidest bandgapwith theminimum size infigure 7(a), the PhCwith four groups, has
been simulatedwith an embedded resonant cavity. This cavity is basically a straight cylindricalmodulationwith
Figure 8.Comparison between a 4 group PhCwith 10modulations—1200 nm, 1100 nm, 100 nmand 900 nmperiods—and a
chirped PhCwith 40modulations and differentmaximumperiods—from1200 nm to 1400 nm. The chirpedminimumperiod
remains constant at 900 nm.
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a length of 1.2 μmand a diameter of 230 nm—see figure 5. The number ofmodulations per group has been
varied from3 to 7.
Figure 9 shows the strong dependence of the peak transmissionwith respect to the number ofmodulations
in the PhC. The approximately exponential decay of the electric field in the PhC causes a fast drop in the peak
transmissionwhen longer structures are simulated. It ismore difficult for light to couple in and out of the
resonant cavity. In the studied case, when 3modulations per group are simulated the transmission at the
resonance peak is around 55.30%and it rapidly decreases to 19.31% for 5modulations and to 7.04% for 7
modulations. By contrast, theQ factor, calculated as the central wavelength of the peak divided by the difference
of wavelength at−3 dB the amplitude of the peak, is kept almost constant when increasing the number of
modulations –52, 50, 45 for 3, 5 and 7modulations per group, respectively—.
From these results, we can conclude that the structure with 5modulations is themost suitable option for gas
spectroscopic sensing.On the one hand, this structure guarantees awide bandwidth—around 1 μm.On the
other hand, the peak transmission allows the detection of gases. This assertion is based on previous studies where
it was found that in amacroporous silicon PhC structure with 18modulations—similarly to the 20modulations
thatwe have—the peak amplitude diminished a 20% in a full CO2 atmosphere [5].
Conclusions
Different alternatives based onmultiperiodicmodulations have been investigated for an effective widening of
the transmission bandgap ofmacroporous silicon 3DPhCs. It has been shown that by usingmultiperiodic PhC
structures—combining their bandgaps—, the bandgap ofmacroporous silicon PhCs can be successfully
widened and, at the same time, its transmission can be drastically reduced. The reduction of the transmission in
the bandgap ismainly explained by the addition ofmodulations to the PhC,which drastically decreases the offset
whilemaintains a similar transmission amplitude outside the bandgap. The number ofmodulations also
determines the slope of the bandgap edges. The bandgapwidening is due to the successful concatenation of the
individual bandgaps of the periodicity groups ormodulations—in the chirped case—.
Bandgaps of approximately 1 μmand 1.8 μmhave been obtainedwith four periodicity groups and chirped
structures. However, even though all the alternatives are valid for bandgapwidening, the suitability of each
bandgapwidening alternative depends on the desired spectral bandgap response. Thus, a certain possibility of
engineering the bandgap is introduced. The structurewhich offers thewidest bandgapwith the shortest length is
the onewith theminimumpossible periodicity groups, in this case defined by the 100 nmmaximumperiod
difference. If smoother responses—inside and outside the bandgap—or higher tolerance to fabrication period
deviations are desired, the chirped alternative is the best choice. Furthermore, the slope of the bandgap edges can
be steeper by addingmoremodulationswhilemaintaining constant the periodicity.
Finally, it has been observed that a resonant peak, whoseQ-factor is almost independent of the PhC’s length,
can be introduced in the 1 μmwide bandgap of amultiperiodic PhCbymeans of a resonant cavity defect. The
results have revealed that a trade-off exists between the length of the PhC and the transmission of the resonant
peak.On the one hand, long PhCs—with a significant number ofmodulations per group—allow smooth
bandgapswith almost null transmission, however, the obtained resonant peak has low transmission because of
the low light injection into the cavity. On the other hand, short PhCs result in resonant peaks with high
transmission but the resulting bandgaps are smaller and presentmeaningful transmission. For spectroscopic gas
Figure 9.Transmission spectrumof a four group PhCwith resonant cavity. The period of the groups is 1050 nm, 1000 nm, 950 nm
and 900 nm. The number ofmodulations has been varied from3 to 7.
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sensing, an optimal structurewith 4 periodicity groupswith 5modulations each is proposed. Placing defects in
structures withwider bandgapswould requiremechanisms to pump light into the central defect.
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